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NATA Labs Australia Fire Tested Systems AS1530.4 and more 
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Summary: All FireCrunch drawings are generic and not to scale, builders should read the manuals for each type of 
construction and use the Recommended Products listed on the web site. Specific plaster set products listed are related to 
warranty in plaster setting joints, fixings can be any brand, to the specs listed in the FireCrunch Technical Installation 
Manual, as are insulation batts, fire sealants. etc. These are all available from trades hardware suppliers in Australia. The 
vapour permeable primer sealer is a warranty brand and type product and must be used on the FCA boards first. Once 
sealed any brand of water-based finishing top paints may be used for interior or exterior finishing. Do not use regular 
undercoat primers on any FireCrunch (FCA) MgSO4 boards as it will void the warranty.

1 layer 10mm FireCrunch TE10 internal lining 
K-Clad fire rate and Rw62 acoustic lining

All min. 90 x 45mm MGP10 timber 
stud frames to support wall linings

MGP10 90 x 45mm sacrificial timber

Fire and acoustic lining FireCrunch 
K-Clad TE10 x 10mm sheet

10mm FireCrunch K-Clad TE10

Breathable Membrane

Insulation FRL 90/90/90 timber frame use 
R2.5 glasswool batt, acoustic Rw62

1 layer 10mm FireCrunch K-Clad SE10

20mm separation/acoustics Rw62 10 mm 
FireCrunch K-Clad SE10

Vapour Barrier

External Masonry Wall

Fire resistant foil backed insulation as 
impervious vapour barrier membrane against 
masonry wall to prevent moisture transfer

Use fire sealant at joints as shown min. 
10mm gap AS1530.4 PU type, see 
Recommended Products

http://firecrunch.com.au
https://firecrunch.com.au/recommended-products/
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