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FireCrunch Party Wall - Single 19mm Sheet 
Install using 19mm K-Fire TG SL4 4 sided TG,  
Sheet Size 2700x600mm 
Eliminates H Studs, J Track, gantries and adhesive 
mixing, plus no 16mm Fyrchek at floor joists and truss 
zones, plus just low cost 10mm plasterboard each side 

K-FIRE 19 SL4 SHAFT 
LINER SYSTEM 
Party Wall: Systems are designed to provide a 
separating fire wall and acoustic Rw50 construction 
between adjacent buildings or tenancies in Class 1 to 
Class 10 buildings.

NATA Labs Australia Fire Tested Systems 
AS1530.4/2014-2029 CSIRO and Acoustic Rw62 + Ctr = 52 

 
FRL 60/90/90 (timber frame) load bearing 
FRL 90/120/120 (steel frame) load bearing 
 
FireCrunch holds the Declare label for all of its products 
via International Living Future Institute USA.

FIRE PROOF 
FLOOD PROOF 
IMPACT RESISTANT 
TERMITE PROOF 
MOULD & BACTERIA PROOF 



FIRECRUNCH K-FIRE 19 SL4 SHAFT LINER FIRE PARTY WALL (4-sided TG) 
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19mm TG sheet size 
2700x600mm laid 
HORIZONTAL groove 
side down

19mm TG sheet size 
2700x600mm laid 
VERTICAL

19mm TG sheet size 
2700x600mm laid 
HORIZONTAL groove 
side down

19mm TG sheet size 
2700x600mm laid 
VERTICAL

19mm TG sheet size 
2700x600mm laid 
HORIZONTAL groove 
side down

Aluminium Stud 
Bracket size 45x75mm 
1.60 BMT

Bottom Plate

2700x600mm TG19 SL4
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NEW FIRECRUNCH FIRE WALL SHAFT LINER K-FIRE 19 SL4 (4-SIDED TG) 

LESS TIME, MONEY, MATERIALS AND INCREASES THE PROJECT ROI
70MM OR 90X45MM TIMBER FRL 60/60/60 OR 90X45MM 0.75 BMT STEEL FRL 60/90/90

FireCrunch K-Fire 19 SL4 Shaft Liner is NATA Labs tested FRL 60/90/90 to 90/120/120 and is a fast, easy, and lightweight SINGLE 
AND DOUBLE STUD discontinuous fire wall system with RW52 net Ctr acoustics for applications in party walls, common walls, fire 
separation walls between townhouses, units, inter-tenancy, and fire exits, lift wells, etc. AS1530.4/2014-2029. 

No H studs, J track, U track or gantries to install. Cuts, drills and fixes with timber tools. Routs in seconds. No 16mm 
plasterboard at floor joists.

To achieve FRL 60/90/90, only 1 x 10mm standard plasterboard is required on each side of the frame.

FireCrunch K-Fire 19 is unaffected by external weather during construction before roof cover is on.

Unlike other party wall systems, the FireCrunch Shaft Liner K-Fire 19 has only three components and is a high-density virtual non-
organic composite cladding, with nothing to rot or deteriorate. 

Protects against fire - flooding - impact - termites - mould: 50 to100 year material life  

K-Fire, like all shaft liner systems has to be centrally installed first, however it remains unaffected by rain until the roof is on. Unlike 
25mm Fyrchek and similar weak plasterboard products, which cannot be used when rain-soaked, unless the very expensive MR type 
is used, but it still has paper linings! 

COST BENEFITS OVERALL SYSTEM 
 
Compares directly with CSR, Boral and Hebel fire walls at a far better rate while using a high carbon capture tree-friendly cladding 
19mm shaft liner product, MgSO4 - not heavy CO2 polluting 25mm Fyrchek or similar plaster board. FireCrunch helps being a “good 
responsible citizen corporation” under the new Australian Federal Government's guidelines for 2030, in diversion to low CO2 
construction products. Optional 10mm FireCrunch K-Clad can also be used. 

NO SPECIAL EXPENSIVE SUPPORT EQUIPMENT 

NATA Labs tested products - AS 1530.1, AS 1530.4, AS 3837, AS 5637, AS 717.1, AS 4964

★ No cranes 
★ No gantries 
★ No H stud joiners 
★ No U or J track 
★ No extra hard to fix 16mm Fyrchek fire protection overlap at floor and truss junctions 
★ No special cementitious glues or compounds 
★ Our unique self-fitting 4-sided TG board fixes in half the time and lower cost 

 
Lock the system in place with our SL19 aluminium brackets, specially low priced, which are needed for the correct separation of the 
boards. The fast set TG fire joints are gunned-in sealed with standard AS1530.4 fire rated sealant using regular off-the-shelf screws 
which are all available from your local trades supplier. 

FireCrunch K-Fire 19 Shaft Liner is a lightweight, fast-to-install, easy to understand system that will save you time, resources, on-site 
labour and most importantly, money. See Cost Comparison below. 

The K-19 system will improve your time management on-site and improve your bottom line ROI. FireCrunch is fully tested by NATA 
certified labs in Australia and approved for use in all party wall fire applications. And, it is acoustic RW62 and Rw52 net of Ctr to 
FRL 60, 90 and 120 minutes. 
______ 
 
FireCrunch is a registered business name owned by X-Fire International P/L and licensed to FireCrunch Australasia P/L ABN 37 620 875 041 
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NEW! 

K-FIRE 19 SL 4-SIDED TG LOAD BEARING SHAFT LINER FIRE SEPARATION WALL 
FRL 60/90/90 Using Low Cost 10mm Plasterboard Sheets 1 each side 

COST BENEFITS 
K-Fire 19 NATA Labs tested for FRL ../90/90 and FRL 60/90/90 in Timber or Steel. Also use this K-Fire 19 system for two and three 
level townhouses, semi-detached or cluster housing construction. K-Fire does NOT require any expensive 16mm Fyrchek 
plasterboard patches at each floor or truss junction. K-Fire requires no H-studs, J-track or side track and is fully supported by the 
unique 4-sided 19mm SL TG sheets, some 35% under market price. Overall, cuts assembly time by 50%, eliminates square butt end 
joints with FireCrunch SL4 unique 4-sided TG sheets 2700x600mm. No extra fire blocking and sealing and no weak overlap fire joints 
like other offerings with fast fix 4-sided TG sheets. 
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45 x 75 x 1.6mm aluminium brackets

R2.0 glass wool batt

Cross nogs set to builder’s specifications

10mm plasterboard 
or 10mm FCA K-Clad

70 x 45mm timber stud frame 
90 x 45mm steel stud frame

Apply AS1530.4 fire sealant to 
sheet perimeters up to 10mm

K-Fire 19 Shaft Liner Panel

Horizontal 1st set TG 4 sheet 2700 x 600mm

Base slab

10mm plasterboard 
or 10mm FCA K-Clad

Vertical set 19mm 
shaft liner panels

R2.0 90mm glass wool batt

70 x 45mm stud timber frame 
90 x 45mm stud steel C-section 
0.75 BMT



Cost Comparison 2025 - Fact Sheet FCA 

FIRECRUNCH SHAFT LINER K-FIRE 19 vs. CSR, BORAL & HEBEL 
using faster, simpler construction AS1530.4 NATA/CSIRO 

 
BASED ON A 12m LONG 80m2 FIRE WALL GROUND LEVEL

 

 

1st FLOOR - No H Studs or J Track - No extra 16mm Fyrchek at joist link or in truss areas  

 
 

TRUSS ZONE

★ No gantry hire required with FireCrunch K-Fire 19 SL4. 
★ Hebel also requires mix-up of glue with water on site.
★ No extra 16mm board at floor joint and truss. CSR/Boral has to fit an extra 16mm board at the floor bearers joints 

and truss zones. 
★ FireCrunch TG19 SL4 (MgSO4) is unaffected by rain before roof cover is on. 

 

OVERALL LABOUR COMPARISON 80m2

COMPARISON BASED ON 80m2 SHAFT LINER DOUBLE STUD FRAME  
FIRE WALL TIMBER OR STEEL AS1530.4/2014-2029 NCC 2022
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Hebel 8 hrs x 2 men @$65/hr $1040

CSR/Boral 8 hrs x 2 men @ $65/hr $1040

FireCrunch 4 hrs x 2 men @ $65/hr $520

Hebel 12 hrs x 2 men @$65/hr $1560

CSR/Boral 10 hrs x 2 men @ $65/hr $1300

FireCrunch 4 hrs x 2 men @ $65/hr $520

Hebel 8 hrs x 2 men @$65/hr $1040

CSR/Boral 6 hrs x 2 men @ $65/hr $780

FireCrunch 4 hrs x 2 men @ $65/hr $520

Hebel $3640 = $45.50/m2 plus gantry

CSR/Boral $3120 = $39.00/m2 plus U track, H studs

FireCrunch $1560 = $19.50/m2 - NO GANTRY, U TRACK OR H STUDS, MgSO4 CLADDING

Hebel $45.50/m2

CSR/Boral $39.00/m2

FireCrunch $19.50/m2



K-FIRE 19 SL4 SHAFT LINER USER BENEFITS 
Fire and Acoustic Party Wall FRL up to 60/90/90 
Very fast 4-component assembly, 30% lower cost 
 
GENERAL DESCRIPTION AND SPECIFICATION

The FireCrunch K-Fire 19 system is designed to use thinner 
walls and less securing materials, while maintaining a high 90- 
minute FRL and a high acoustic value Rw62 plus Ctr = net 
Rw50. 

Faster installs less material and thinner walls providing more 
end user space. 

K-Fire MgSO4 composite sheets also eliminate the weather 
issues always experienced by builders in protection of the 
central 25mm plasterboard with expensive H studs and U track 
before the roof can be assembled in place, often requiring 
expensive removal and replacement. MgSO4 cladding is 
impervious to water or flooding.

 
This eliminates the cumbersome heavy 25mm thick 3m x .06 
mm central plasterboard sheets, which then require H studs 
and U tracks to be fixed into position to hold these central fire 
panels in vertical secured positions before the firebreak 
aluminium clips can be installed. 

K-Fire 19 uses 4 sided TG panels allowing a vertical and 
horizontal fast sheets erection with simpler 1.6mm BMT 45x 
75mm right angled brackets screw fixed to the vertical stud 
sides and base plate. (No 16mm Fyrchek plates) 

The first 2700x600mm panel is laid horizontally with fire 
AS1530.4 sealant gunned into groove side down on base plate. 
On completion of the horizontal lay, the same size 
2700x600mm vertical set panels set vertically into each other 
and interlock with the horizontal TG joint. These are installed in 
half the time without H studs or U track further reducing direct 
hard labour cost and the extra 16mm Fyrchek material costs 
with overall cost benefits at least 30% less per m2. 
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Components Description 
Table

Aluminium Stud Bracket 
size 45x75mm 1.60 BMT

Tek Screw 10gx20mm 
Hex Head Screw for 
fixing to FireCrunch 

sheet

Tek Screw 10gx30mm 
Hex Head Screw for stud 

and plate fixing

R2.0 glass wool batts

4 hr Fire Rated Sealant 
(AS1530.4)

NO EXPENSIVE EXTRA 16mm FYRCHEK REQUIRED AT FLOOR LEVEL OR TRUSS AREA

WHAT YOU NEED FOR TIMBER OR STEEL FRAME

1. K-Fire 19 SL4 sheets TG 2700x600mm 
2. Standard 10mm plasterboard sheets or K-Clad 10mm sheets (optional) 
3. 75x45mm A19 aluminium fixing brackets (FCA supplies) 
4. Hex Head screws 20mm or 30mm 
5. AS1530.4 fire sealant for grooves

System FRL Acoustic Insulation Description O/A 
Size

FCA 01 60/60/60 Rw+Ctr=50 R2.0 glass wool ★ 10mm plasterboard or K-Clad 10mm sheets (optional) 220mm

Timber batts x 90mm ★ 70x45mm double stud timber frame

Frame ★ R2.0 glass wool batts to cavity

★ 20mm min. space
★ 19mm K-Fire 19 SL4 size 2700x600mm
★ 20mm min. air space
★ R2.0 glass wool batts to each cavity
★ 10mm plasterboard or K-Clad 10mm sheets (optional)

FCA 02 60/90/90 Rw+Ctr=50 R2.0 glass wool ★ 10mm plasterboard or K-Clad 10mm sheets (optional) 260mm

Steel batts x 90mm ★ 90x45mm double stud steel frame 0.75 BMT

Frame ★ R2.0 glass wool batts to cavity

★ 20mm min. space
★ 19mm K-Fire 19 SL4 size 2700x600mm
★ 20mm min. space
★ R2.0 glass wool batts to cavity
★ 10mm plasterboard or K-Clad 10mm sheets (optional)



DOUBLE STUD FRAME PARTY WALL - SINGLE 19mm SHEET 
K-FIRE 19 SL4 Shaft Liner System 

INSTALL SEQUENCE

1. Fix aluminium brackets to the bottom plate or the stud at 450mm or 600mm or to suit stud layout with 10g x 30mm Hex Head Tek 
screws. Fix the aluminium bracket 20mm into the cavity space with the long leg being attached to the stud and the short leg into 
the cavity to enable to 20mm air gap separation. 

2. Fix the next run of aluminium brackets to the vertical studs set at 450mm or 600mm or to suit stud layout at 580mm from the FFL. 
Fix the aluminium brackets 20mm into the cavity space with the long leg being attached to the side of the stud and the short leg 
into the cavity. 

3. Continue this aluminium bracket layout for the length of the party wall. 

4. Fill the groove side of the TG 2700x600mm panel with 4 hr fire rate sealant and lay the panel horizontally and fit the panel with the 
groove side down at the junction of the concrete slab or substrate. Stand first vertical panel against the already fitted aluminium 
bracket, and screw into 19mm SL sheet to ensure a complete locked seal at the first TG joint. 

5. Fix off the panel to the aluminium brackets from the rear of the frame with 10g x 20mm Hex Head Tek screws. Repeat this pattern 
until the length of the party wall is reached. Fill the bottom end short width groove end with the fire sealant in the groove end and 
turn the first 2700x600 sheets vertically and slot into the top of the horizontal panel top TG joint. Continue fixing the vertically fixed 
sheets to the 600mm horizontal panel, set TG sheet joints into the length of the 600mm width horizontal panel until all ground floor 
sheets are in place. 
KEY POINT: The aluminium brackets should be fixed to studs on one side before installing sheets so they are ready for 
easy screw fixing. 

6. Fix aluminium brackets for the vertically laid panels at 680mm and 2400mm from FFL and at 450mm or 600mm stud widths or to 
suit stud layout screw fixed to the side of the stud with 10g x 30mm Hex Head Tek screws with the long leg of the aluminium 
bracket attached to the stud and the short leg set 20mm into the cavity to enable the 20mm separation between frame and shaft 
liner panel. 

7. Continue this aluminium bracket layout for the length of the party wall. 

8. Fill the grooves of the TG 2700x600mm panel (2700mm and 600mm sides) with 4 hr fire rated sealant and stand the panel 
vertically and fit the panel with the groove side down to the tongue junction of the first horizontal run. Stand the panel against 
already fitted aluminium bracket, and screw fix ensuring a complete fit. 

9. Fix off the shaft liner panel to the aluminium brackets from the rear of the first side of the fire wall with 10g x 20mm Hex Head Tek 
screws. Repeat this pattern until the length of the party wall is reached filling the groove side of each of the two 700mm joints of 
the TG panel with 4 hr fire rated sealant as you go. Repeat this pattern until the apex of the roof is reached. 

10. When complete repeat the aluminium bracket layout on the stud wall of the adjacent unit and screw off aluminium brackets to 
stud with 10g x 30mm Hex Head Tek screws and 10g x 20mm to the panel. Then erect the 2nd frame, repeating these 
instructions. 

11. Fill all perimeter junctions at the vertical walls and roof with AS1530.4 4 hr fire rated sealant as required and check that all joints 
and junctions are filled with fire rated sealant. Prior to internal linings being installed ensure that R2.0 glass wool batts are in 
place in each wall’s 90mm cavity and the 20mm minimum gap is achieved. Note that all electrical and plumbing penetrations 
through the wall are treated with the appropriate fire rated collars. 
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DOUBLE STUD FRAME PARTY WALL - SINGLE 19mm SHEET 
K-FIRE 19 SL4 Shaft Liner System Timber FRL 60/60/60 and Steel 0.75 BMT FRL 
60/90/90. Just regular 10mm plasterboard each side 

INSTALL SEQUENCE
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10mm plasterboard or 
10mm FCA K-Clad

10mm plasterboard or 
10mm FCA K-Clad

FFL = Finished Floor Level

Step 1) Fix aluminium brackets to the bottom 
plate or the stud at 450mm or 600mm or to 
suit stud layout with 10g x 30mm Hex Head 
Tek screws. 
Fix the aluminium bracket 20mm into the 
cavity space with the long leg being attached 
to the stud and the short leg into the cavity.

Step 2) Fix the next run of aluminium 
brackets to the studs at 450mm or 
600mm or to suit stud layout at 580mm 
from the FFL. Fix the aluminium brackets 
20mm into the cavity space with the long 
leg being attached to the side of the 
stud and the short leg into the cavity.

Step 3) Continue this aluminium bracket 
layout for the length of the party wall.

Step 9) Fix off the panel to the aluminium 
brackets from the rear with 10g x 20mm Hex 
Head Tek screws. Repeat this pattern until 
the length of the party wall is reached filling 
the side 2700mm joints of the TG panel with 
4 hr fire rated sealant as you go. Repeat this 
pattern until the apex of the roof is reached. 
When complete, repeat the aluminium 
bracket layout on the stud wall of the 
adjacent until and screw off aluminium 
brackets to stud with 10g x 30mm Hex Head 
Tek screws and 10g x 20mm to the panel.

Step 10) Fill all perimeter junctions at 
the vertical walls and roof with 90mm 
R2.0 glass wool batts 4 hr fire rated 
sealant as required and check that all 
joints and junctions are filled with fire 
rated sealant. Prior to internal linings 
being installed ensure that R2.0 glass 
wool batts are in place and the 20mm 
minimum gap is achieved. Note that all 
electrical and plumbing penetrations 
through the wall are treated with the 
appropriate fire rated collars.

Step 4) Fill the tongue of the TG 
2700x600mm panel with 4 hr fire rated 
sealant and lay the panel horizontally, 
and fit the panel with the groove side 
down at the junction of the concrete slab 
or substrate. Stand the panel against 
already fitted aluminium bracket, 
ensuring a complete seal.

Step 6) Fix aluminium brackets for the 
vertically laid panels at 680x2400mm 
from FFL and at 450mm or 600mm or to 
suit stud layout to the side of the stud 
with 10g x 30mm Hex Head Tek screws 
with the long leg of the aluminium 
bracket attached to the stud and the 
short leg set 20mm into the cavity.

Step 7) Continue this aluminium bracket 
layout for the length of the party wall.

Insulation: R2.0 glass wool 
batts or climate zone spec. 
Fire seal all joints with 
AS1530.4 fire sealant.

See FireCrunch K-Roof Manual or 
Bush Fire Manual - See Manuals & 
Drawings on web site

Step 8) See also Step 4. Fill the grooves 
of the TG 2700x600mm panel (2700 & 
600mm sides) with 4 hr fire rated sealant 
and stand the panel vertically and fit the 
panel with the groove side down to the 
junction of the first horizontal run. Stand 
the panel against already fitted 
aluminium bracket, ensuring a complete 
seal.

Step 5) Fix off the panel to the aluminium 
brackets from the rear with 10g x 20mm Hex 
Head Tek screws. Repeat this pattern until 
the length of the party wall is reached filling 
the end 600mm joints of the TG panel with 4 
hr fire rated sealant as you go.
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CERTIFICATION 1A 2 RISF 
AND FLASHOVER DEFINITIONS 

DEFINITION FLASHOVER AND RESISTANCE TO INCIPIENT SPREAD OF FIRE (RISF) 
FireCrunch Products are all C1-10 Fire Products (Group 1) 

Authenticated from fire tests carried out by NATA Labs/CSIRO NSW, DTS Testing and NATA Labs Resolute Laboratories, Queensland, 
under Alternative Performance Systems (APS) with additional independent assessment by an Australian Registered Fire Engineer, as 
required under the National Construction Code (NCC) 2022, see Certifications on web site. 

NATA AUSTRALIAN FIRE STANDARDS GROUP NUMBERS  
AS/ISO 9705-2003 / AS1530.4, AS5637.1:2020 Group C1.10

The National Construction Code of Australia (NCC) stipulates the classification of materials by Group Number, which indicates the 
amount of time taken for the material being tested to reach flashover under AS/ISO 9705-2003 test conditions. FCA qualifies RISF 39 
minutes. 

The NCC define flashover to be a Heat Release Rate of 1 Mw, so materials are classified in accordance with NCC 2016 spec C1.10 
by the time taken for the Heat Release Rate, as measured during the AS/ISO 9705 test, to reach 1 Mw per the schematic below 
AS5367.1. 

See Certifications on web site. 

GROUP 1

Materials classified as Group 1 do not reach flashover after ten minutes exposure to a heat source delivering 100 kW immediately 
followed by a further ten minutes exposure to 300 kW. 

GROUP 2

Materials classified as Group 2 reach flashover after ten minutes of exposure to a 100 kW heat source. 

GROUP 3

Materials classified as Group 3 reach flashover after 2 minutes, but before 10 minutes of exposure to a 100 kW heat source. 

GROUP 4

Materials are classified as Group 4 is they reach flashover before 2 minutes of exposure to a 100 kW heat source. The NCC and 
AS5637.1:2015 also define the smoke growth rate index, or SMOGRARC as a quantity which may be obtained from the smoke 
obscuration measurements obtained in the ISO9705, test AS3837. 

RISF

Resistance to the incipient spread of fire, in relation to a ceiling membrane, means the ability of the membrane to insulate the space 
between the ceiling and roof, or ceiling and floor above, so as to limit the temperature rise of materials in this space to a level which 
will not permit the rapid and general spread of fire throughout the space. 

AS1530.4, AS5637 to 2025 FCA 

Acoustics tests see below.
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