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TEST REPORT NO.: 25 – 0530 
 

Report Date: 16th September 2025 

Client: Firecrunch Australasia Pty Ltd 

Address: Suite 19, Level 44, MLC Centre, 19 – 29 Martin Place, 

Sydney, NSW, 2000 

Attention: Peter Jones 

By Email: peter@firecrunch.com.au  

Sample(s): 1 of Magnesiums board 

Sampled By: Client 

Lab Number(s): 25/A/3779 

Client Reference: FIRECRUNCH K TYPE (MgSO4) Magnesium oxide sulphate composite fire 

resistance cladding. 

Date Received: 12th September 2025 

  

Analysis / Project: Asbestos and Chloride Analysis 

 

 

Notes: 

This laboratory was not involved with, consulted, or requested to undertake sampling of the specimens provided, and testing of those test specimens has been 

conducted as received in the laboratory. 

Accordingly, no responsibility is taken for the integrity, authenticity, appropriateness, or representativeness, of any of the test specimens provided and this 

must be taken into account when reviewing, comparing or checking the test results published in this report.  

Unless otherwise notified, all samples will be disposed of in three months from reporting date.       
   

 

Yours faithfully, 

Sharp and Howells Pty. Ltd. 

  

 
Daniel Donehue 

BSc, MRACI 

Senior Scientist  

  

 
Sam Le 

Dip. Lab Tech, MRACI 

Scientist  

 

mailto:peter@firecrunch.com.au
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1. INTRODUCTION:  

We were requested to test a sample of Magnesium Oxide Sulphate board for asbestos and chloride content. 

 

Sample Images (As Received):  

 

Image 1: Sample 25/A/3779 as received on 5mm gridpaper. 

                                                                                                                       

2. TESTING METHODOLOGY: 

The following analyses were performed: 

Asbestos Analysis was conducted according to AS 4964 – 2004 Methodology for the qualitative identification of asbestos 

in bulk samples. See appendix A for Certificate of Analysis. 

Chloride Analysis was conducted by acid extraction and subsequent Volhard titration. 

 

3. RESULTS OF ANALYSIS: 

Lab Number: 25/A/3779 

Sample Marked: 
FIRECRUNCH K TYPE (MgSO4) Magnesium oxide sulphate composite fire 

resistance cladding. 

Sample Description: White compacted board 

Asbestos Result: Absent 

Chloride Content, % w/w: 0.003 
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APPENDIX A: ASBESTOS CERTIFICATE OF ANALYSIS: 
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