
COMPOSITION & METAL ALLOY DISCLOSURE STATEMENT 

Product Name: Magnesium Sulfate Board  
Applicable Market: Australia 

1. Main Inorganic Metal Oxide Raw Material Composition 
1)Magnesium Oxide (MgO): 43%-48% 
2) Magnesium Sulfate (MgSO₄): 22%-28% 
3) Silicon Dioxide (SiO₂): 10%-15% 
4)Calcium Oxide (CaO): 6%-10% 
5) Aluminum Oxide (Al₂O₃): 2%-4% 
6) Ferric Oxide (Fe₂O₃): 0.5%-1.5% 
7) Other trace inert minerals: Balance 

2. Reinforcement Material Metal Element Disclosure 
Reinforcement: Alkali-resistant fiberglass mesh 
Contained trace metal elements: Aluminum, Calcium, Iron, Potassium, Sodium, Silicon 
All elements belong to inert harmless inorganic components, no free heavy metal 
precipitation. 

3. Hazardous Heavy Metal Tested Content (NATA Standard Test) 
• Lead (Pb): ＜10 ppm (Limit ≤100 ppm) 
• Cadmium (Cd): ＜5 ppm (Limit ≤100 ppm) 
• Mercury (Hg): ＜1 ppm (Limit ≤100 ppm) 
• Hexavalent Chromium (Cr⁶⁺): ＜2 ppm (Limit ≤100 ppm) 
• Arsenic, Selenium, Barium, Antimony: All trace undetectable 

4. Chloride Ion Content Declaration 
Free Chloride Ion (Cl⁻): ≤85 ppm 
Compliance Limit in Australia: ≤120 ppm 
Confirmed: No Magnesium Chloride (MgCl₂) added, fully chloride-free type 

5. Prohibited Substances Formal Declaration 
1)Free of asbestos fiber and asbestos-related compounds 
2) Free of formaldehyde, harmful VOC volatile substances 
3) Free of radioactive metal substances 
4)Free of heavy metal recycled industrial waste filler 
6) Compliance Statement 

This product fully complies with Australian National Construction Code (NCC), AS 1530.1 
non-combustible standard, AS 4964 asbestos-free regulation and building material heavy 
metal limit requirements. 


