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Cut your post-transit repair costs to zero and deliver certified, multi-hazard 
protection with FireCrunch. 

When transporting modular buildings, standard plasterboard inevitably cracks under 
the stress of road vibration, chassis twisting, and crane lifting. FireCrunch 
magnesium oxide (MgO) cladding replaces fragile drywall with a high-impact, rigid 
structural skin that eliminates transit damage while dramatically upgrading your 
product's market value. 

Why Modular Manufacturers are Switching to FireCrunch 

• Zero Transit Cracking: High flexural strength absorbs heavy road vibrations, 
bumps, and highway twisting without fracturing. 

• No On-Site Rectification Costs: Modules arrive ready for handover, 
eliminating expensive site visits to patch, sand, and repaint cracked joints. 

• Weatherproof Transport & Storage: Completely water-resistant; rain during 
highway transit or outdoor yard storage will not warp, swell, or delaminate the 
boards. 

• Crane-Lift Structural Integrity: Adds exceptional shear strength to wall 
assemblies, ensuring modules stay perfectly square during heavy crane 
rigging. 

Premium Selling Points for Your CUSTOMERS 

• BAL-FZ & FRL Certified: Meets strict Bushfire Attack Level Flame Zone 
requirements and delivers up to an FRL 90/90/90 rating for commercial 
compliance. 

• 100% Flood Proof: Submerged boards retain full structural integrity, allowing 
rapid wash down and re-occupancy after flood events. 

• Mould and Termite Immune: Completely inert material composition prevents 
toxic mould growth and termite destruction, reducing long-term warranty 
claims.


