
19mm TG 4side K-FLOOR BOARD
Set a bead of fire sealant in

each groove, push in tongue.

C-Section 250x75 BMT 2.4

Screw fix at 200mm
centres, 15mm from edges
& 50mm from corners

Fire seal all perimeters with the
AS1530.4 fire/weather sealant

Insert 1 x
80mm thick
layer of Vulcan
wool fire batt.

3D VIEW - TOP SIDE 
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3D VIEW - C-Section 250x75 BMT 2.4 FRAME
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N250x75 BMT 2.4

C-Section 250x75 BMT 2.4 joists

8 x AC250 bracket fixed to joists
w/ 4 x M12x30 flanged purlin bolts

N250x75 BMT 2.4



3D VIEW - UNDERSIDE
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10g CSH Class 3
Series 500 @

200mm centres,
15mm from

edge & 50mm
from corner

C-Section 250x75 BMT 2.4 joists

2 x Layer 10mm K-Clad SE board
Offset fire joints min. 100mm in the double set layer.

Juxtapose joints in the laying sequence each following sheet
5mm fire sealant
joint exposed layer

5mm fire sealant
joint exposed layer

5mm fire sealant
joint exposed layer

5mm fire sealant
joint exposed layer

3mm fire sealant
joint underlayer

3mm fire sealant
joint underlayer

3mm fire sealant
joint underlayer

3mm fire sealant
joint underlayer



Top Side - 19mm TG 4side K-Floor board

10g CSH Class 3
Series 500 @

200mm centres,
15mm from

edge & 50mm
from corner

SIKA 4hr fire sealant bead
between top of frame
and K-Floor board.

1 x layer 19mm TG
4side K-Floor board

Set a bead of fire
sealant in each

groove & tongue
joint
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C-Section 250x75 BMT 2.4 FRAME
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8 x C-Section 250x75 BMT 2.4 joists

8 x AC250 bracket fixed to joists
w/ 4 x M12x30 flanged purlin bolts

N250x75 BMT 2.4 N250x75 BMT 2.4

28
50



Under Side - 2 x Layer 10mm K-Clad SE board
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10g CSH Class 3
Series 500 @

200mm centres,
15mm from

edge & 50mm
from corner

C-Section 250x75 BMT 2.4 joists

2 x Layer 10mm K-Clad SE board
Offset fire joints min. 100mm in

the double set layer.
Juxtapose joints in the laying

sequence each following sheet

5mm fire sealant
joint over layer

5mm fire sealant
joint over layer

3mm fire sealant
joint under layer

3mm fire sealant
joint under layer

5mm fire sealant
joint over layer

5mm fire sealant
joint over layer

3mm fire sealant
joint under layer

3mm fire sealant
joint under layer
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CROSS SECTION 

SIKA 4hr fire sealant

5mm fire sealant joint
unexposed layer

10g CSH Class 3 Series 500 @
200mm centres, 15mm from
edge & 50mm from corner

SIKA 4hr fire sealant in T&G joint.

8 x C-Section 250x75 BMT 2.4 joist
@450mm max. centres

1 x layer 19mm TG 4side K-Floor board
Set a bead of fire sealant in each groove
& tongue joint

2 x Layer 10mm K-Clad SE board
Offset fire joints min. 100mm in
the double set layer.
Juxtapose joints in the laying
sequence each following sheet

3mm fire sealant
joint unexposed
layer
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insert 1 x 80mm
thick layer of Vulcan
wool fire batt.


	Sheets and Views
	A3 Advance Steel


